¢ PELICAN

9430

Belichtingssystemen

- Pelican-stevig gebouwd

- Nieuwe, verbeterde versie - Generatie 3

- Belichtingsduur van 15 uur

- Lichtintensiteit van 3000 lumen

- Onderhoudsvrije LED-array met verwachte levensduur van
50.000 uur

- Volledig uitschuifbare mast met 360 graden draaiende kop
- Waarschuwingssysteem voor laag batterijniveau

- Waterdichte rubberen activeringsschakelaar

- Vergrendeling voor uitgeschoven mast

9430 - Standard

Head (L x W x D): 6.50 x 7.87" x 2.56 (16.5 x 20 x 6.5 cm)
Closed (L x W x D): 15.75 x 7.87" x 9.06 (40 x 20 x 23 cm)
Mast Length: 32.28"
Cord Length: 13.78"

Body: Polycarbonate (PC) / ABS
Head: Polycarbonate (PC) / ABS
Mast: Glass-Reinforced Plastic
Lens: Polycarbonate (PC)

Black Yellow

Lumens (High): 3000
Lumens (Low): 1500



Lamp Heads: 1
Lamp Type: LED
Number of LEDs: 6
Lamp Life: 50000 hrs
Beam Spread: 125°
IP Rating: 54

POWER

Run Time (High): 8.00 hrs

Run Time (Low): 15.00 hrs

Battery Type: Sealed Lead Acid (SLA)
Battery Lifespan: 500 cycles

Charge Time: 300 mins

Battery Level Indicator: Intermittent Blinking
Sockets (Primary): 1

Sockets (Aux): 1

Volts: 12.0v

WEIGHT

Weight: 22.65 Ibs

SWITCH
Switch Type: Silicone Rubber Keypad

CERTIFICERINGEN

RoHS Compliant
CE Approved
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